<table>
<thead>
<tr>
<th>Name of the Patent published/awarded</th>
<th>Patent Number</th>
<th>Year of Award</th>
</tr>
</thead>
<tbody>
<tr>
<td>Calcined filter backwash solids blended Portland pozzolana cement</td>
<td>201711019586</td>
<td>2017</td>
</tr>
</tbody>
</table>
(21) Application No. : 201711019586
(22) Date of filing of Application : 05/06/2017
(43) Publication Date : 16/06/2017

Title of the invention : CALCINED FILTER BACKWASH SOLIDS BLENDED PORTLAND POZZOLANA CEMENT

| International classification | :C04B14/00 | Name of Applicant :
| (31) Priority Document No | :NA | 1) TARIQUE AHMAD
| (32) Priority Date | :NA | Address of Applicant: DAPRATMENT OF CIVIL
| (33) Name of priority country | :NA | ENGINEERING, JAMIA MILLIA ISLAMIA (A CENTRAL
| (86) International Application No | :NA | UNIVERSITY), MAULANA MOHAMMAD ALI JAUHAR
| Filing Date | :NA | MAIG NEW DELHI-110025 INDIA Delhi India
| (87) International Publication No | :NA | Name of Inventor :
| (61) Patent of Addition to Application Number:NA | :NA | 1) TARIQUE AHMAD (India)
| Filing Date | :NA | 2) PROF. (DR.) KAFEEL AHMAD (India)
| (62) Divisional to Application Number | :NA | 3) PROF. (DR.) MEHTAB ALAM (India)
| Filing Date | :NA |

Present invention describes a process for recycling filter backwash solids and preparing a calcined clay based Portland Pozzolana Cement (PPC) confirming to Indian standard specification for use as a construction material. Portland Pozzolana Cement in the present invention contains calcined filter backwash solids ranging from 10 to 20% by weight that is intimately and uniformly blended with Portland cement. 8 - T-

Number of Pages = 8