OFFICE OF THE SUPERINTENDENT
JN. MEDICAL COLLEGE HOSPITAL
ALIGARH MUSLIM UNIVERSITY,
ALIGARH-202002 (UP)

Phone No.0571-2720016/2721113/2721114

No. Ext 20U L /MCH Dated.—%.).).’b.t‘ LG e

Notice Inviting Tender/Quotation

As per requirement during Financial Year 2016-2017

Sealed quotations/tenders are invited for the following articles/work on the terms & conditions

printed over leaf. Quotation should reach this office on or before 25.04.2016 by 3:00 P.M.

Providing & Fixing Aluminum Doors & Windows of Hospital Building (New & Old)

S.No.| Particulars

1. 15.13 Taking out doors, windows and clerestory window shutters (steel or wood) inclading stacking
within 50 meters lead.
15.13.1 Of area 3 sq. meters and below

2 9.97 Providing and fixing aluminium tower bolts ISI marked anodized (anodic coating not:less than
grade AC 10 as per IS:1868) transparent or dyed to required color or shade with necessary screws etc. |
complete '

() 9.97.3 200 x 10 mm

(b) 9.97.4 150 x 10 mm

3. 9.100 Providing and fixing aluminium handles ISI marked anodized (anodic coating notdess than grade
" | AC 10 as per IS: 1868) transparent or dyed to required color or shade with necessary screws etc.
complete : -

9.100.1 1.25 mm

4, 21.1 Providing and fixing anodized aluminium work for doors, windows, ventilators and partitions with
extruded built up standard tubular and other sections/appropriate Z section and other section of approved
make conforming to IS: 733 and IS: 1285, fixed with rawl plugs and screws or with fixing clips, or with
expansion hold fasteners including necessary filling up of gaps at junction, at top, bottom and sides with
required PVC/neoprene felts etc. Aluminium sections shall be smooth, rust free, straight, mitered anhd
jointed mechanically wherever required including cleat angle, Aluminium snap beading for
glazing/paneling CP brass/stainless steel screws all complete as per architectural drawings and the
direction of Site In-charge. (Glazing and paneling to be paid for separately)

(a) 21.1.1 For fixed portion

21.1.1.2 Powder coated aluminium (minimum thickness of powder coating 50 micron) (14 Gauge)

(b) 21.1.2 For shutters of doors, windows & ventilators including providing and fixing hinges/pivots and
making provision for fixing of fittings wherever required including the cost of PVC/neoprene gasket

required (Fittings shall be paid for separately)
21.1.2.2 Powder coated aluminium (minimum thickness of powder coating 50 micron) (14 Gauge)

S 21.3 Providing and fixing glazing in aluminium door, window, ventilator shutters and partitions etc. with
PVC/neoprene gasket etc. complete as per the architectural drawings and the directions of Site In-charge.
(Cost of aluminium snap beading shall be paid in basic item)

(a) 21.3.2 With float glass panes of 5.50 mm thickness

Continued on Page No.2









