TENDER NOTICE

Sealed tender of the following work are invited on items rates basis and shall be received in the office of the undersigned till 15.12.2015 upto 04:00 pm and the same will be open on 16.12.2015 at 04:00 pm in the office of the Provost, V.M.Hall. The tender documents can be obtain from the office of the undersigned on the payment of amount noted against the work on any working day between 08:30 to 04:30 pm (Friday 08:00 am to 12:30 pm)

<table>
<thead>
<tr>
<th>S. No</th>
<th>Name of work</th>
<th>Amount put to tender (Rs.)</th>
<th>Earnest Money (Rs.)</th>
<th>Receiving date of tender</th>
<th>Cost tender</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Renovation of toilets, fixing of tiles and seats etc.</td>
<td>7,27,670.35</td>
<td>14,515/-</td>
<td>15.12.2015</td>
<td>500/-</td>
</tr>
</tbody>
</table>

Note: VAT and other Taxes shall be deducted as per University rules.

(Prof. Shadab Khurshid)
Provost

Not for publication:
Copy to:
Director, Computer Centre for uploading the above tender information on the concerned websites and kindly send the confirmation report.
## Building Department
### Aligarh Muslim University, Aligarh
#### Detailed Estimate

Renovation of toilets, fixing of tiles and seats etc., V.M.Hall. Rs. 8.00 Lacs

**Based on DSR-2014**

<table>
<thead>
<tr>
<th>S.No.</th>
<th>Dsr ItemNo</th>
<th>Description</th>
<th>Unit</th>
<th>Qty.</th>
<th>Rate</th>
<th>Amount</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>15.56</td>
<td>Dismantling old plaster or skirting raking out joints and cleaning the surface for plaster including disposal of rubbish to the dumping ground within 30 metres lead.</td>
<td>Sqm</td>
<td>370.00</td>
<td>60.00</td>
<td>22200.00</td>
</tr>
<tr>
<td>2</td>
<td>13.4</td>
<td>12 mm cement plaster of mix : 13.4.1 1:4 (1 cement : 4 coarse sand).</td>
<td>Sqm</td>
<td>1100.00</td>
<td>60.00</td>
<td>66000.00</td>
</tr>
<tr>
<td>3</td>
<td>13.80</td>
<td>Providing and applying white cement based putty of average thickness 1 mm, of approved brand and manufacturer, over the plastered wall surface to prepare the surface even and smooth complete.</td>
<td>Sqm</td>
<td>1100.00</td>
<td>60.00</td>
<td>66000.00</td>
</tr>
<tr>
<td>4</td>
<td>14.45</td>
<td>Distempering with oil bound washable distemper of approved brand and manufacture to give an even shade. 14.45.1 Old work (one or more coats)</td>
<td>Sqm</td>
<td>2100.00</td>
<td>60.00</td>
<td>126000.00</td>
</tr>
<tr>
<td>5</td>
<td>A.R. (market)</td>
<td>Rubbing &amp; polishing of old marble chips with corbendum stone.</td>
<td>Sqm</td>
<td>45.00</td>
<td>60.00</td>
<td>2700.00</td>
</tr>
<tr>
<td>6</td>
<td>10.25</td>
<td>Steel work welded in built up sections/ framed work including cutting, hoisting, fixing in position and applying a priming coat of approved steel primer using structural steel etc. as required. 10.25.2 In gratings, frames, guard bar, ladder, railings, brackets, gates and similar works.</td>
<td>Kg</td>
<td>410.00</td>
<td>60.00</td>
<td>24600.00</td>
</tr>
<tr>
<td>7</td>
<td>11.36</td>
<td>Providing and fixing 1st quality ceramic glazed wall tiles conforming to IS : 15622 (thickness to be specified by the manufacturer) of approved make in all colours, shades except burgundy, bottle green, black of any size as approved by Engineer-in-Charge, in skirting, risers of steps and dados over 12 mm thick bed of cement Mortar 1:3 (1 cement : 3 coarse sand) and jointing with grey cement slurry @ 3.3kg per sqm including pointing in white cement mixed with pigment of matching shade complete.</td>
<td>Sqm</td>
<td>310.00</td>
<td>60.00</td>
<td>18600.00</td>
</tr>
<tr>
<td>8</td>
<td>11.38</td>
<td>Providing and laying Ceramic glazed floor tiles 300x300 mm (thickness to be specified by the manufacturer) of 1st quality conforming to IS :15622 of approved make in all colours, shades, except White, Ivory, Rey, Fume Red Brown laid on 20mm thick bed of Cement Mortar 1:4(1 Cement : 4 Coarse sand) including pointing the joints with white cement and matching pigments etc., complete.</td>
<td>Sqm</td>
<td>20.00</td>
<td>60.00</td>
<td>1200.00</td>
</tr>
<tr>
<td>9</td>
<td>17.13</td>
<td>Providing and fixing white vitreous china water closet squatting pan (Indian type)</td>
<td>No.</td>
<td>6.00</td>
<td>60.00</td>
<td>360.00</td>
</tr>
<tr>
<td></td>
<td>17.13.2</td>
<td>Orissa pattern W.C. pan of size 580x440 mm</td>
<td>No.</td>
<td>6.00</td>
<td>60.00</td>
<td>360.00</td>
</tr>
<tr>
<td>S.NO.</td>
<td>ItemNo</td>
<td>Description</td>
<td>Unit</td>
<td>Qty.</td>
<td>Rate</td>
<td>Amount</td>
</tr>
<tr>
<td>-------</td>
<td>--------</td>
<td>-------------</td>
<td>------</td>
<td>------</td>
<td>------</td>
<td>--------</td>
</tr>
<tr>
<td>10</td>
<td>17.7</td>
<td>Providing fixing wash basin with C.I. brackets, 15 mm C.P. brass pillar taps, 32 mm C.P. brass waste of standard pattern, including painting or fittings and brackets, cutting and making good the walls wherever require:</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>17.7.4</td>
<td>White Vitreous China Flat back wash basin size 550x400 mm with single 15 mm C.P. brass pillar tap.</td>
<td>No.</td>
<td>6.00</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>17.28</td>
<td>Providing and fixing P.V.C. waste pipe for sink or wash basin including P.V.C. waste fittings complete.</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>17.28.2</td>
<td>Flexible pipe</td>
<td>No.</td>
<td></td>
<td>24.00</td>
<td></td>
<td></td>
</tr>
<tr>
<td>17.28.2.1</td>
<td>32 mm dia</td>
<td>No.</td>
<td></td>
<td>24.00</td>
<td></td>
<td></td>
</tr>
<tr>
<td>17.28.2.2</td>
<td>40 mm dia</td>
<td>No.</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>12</td>
<td>17.31</td>
<td>Providing and fixing 600x450 mm beveled edge mirror of superior glass (of approved quality) complete with 6 mm thick hard board ground fixed to wooden cleats with C.P. brass screws and washers complete.</td>
<td>No.</td>
<td>16.00</td>
<td></td>
<td></td>
</tr>
<tr>
<td>13</td>
<td>6.4</td>
<td>Brick work with common burnt clay F.P.S.: (non modular) bricks of class designation 7.5 in superstructure above plinth level up to floor V level in all shapes and sizes in:</td>
<td>Cum</td>
<td>1.40</td>
<td></td>
<td></td>
</tr>
<tr>
<td>13.4.1</td>
<td>Cement mortar 1:4 (1 cement : 4 coarse sand)</td>
<td>Cum</td>
<td>1.40</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>14</td>
<td>7.28</td>
<td>Providing and fixing sloping chajja of stone 40 mm thick and up to 80 cm wide beyond the wall as measured along the slope in cement mortar 1:4 (1 cement : 4 coarse sand) with 12mm diameter anchoring steel bar 45 cm long fixed in each stone and supported on and including with bricks cove in cement mortar 1:4 (1 cement : 4 coarse sand) including pointing in cement mortar 1:2 (1 white cement : 2 stone dust) with an admixture of pigment matching the stone shade:</td>
<td>Sqm</td>
<td>12.00</td>
<td></td>
<td></td>
</tr>
<tr>
<td>14.17</td>
<td>Red sand stone:</td>
<td>Sqm</td>
<td>12.00</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>14.17</td>
<td>Raking out joints in lime or cement mortar and preparing the surface for re-pointing or replastering including disposal of rubbish to the dumping ground within 50 metres lead.</td>
<td>Sqm</td>
<td>150.00</td>
<td></td>
<td></td>
</tr>
<tr>
<td>16</td>
<td>13.31</td>
<td>Pointing on brick work or brick flooring with cement mortar 1:3 (1 cement: 3 fine sand):</td>
<td>Sqm</td>
<td>150.00</td>
<td></td>
<td></td>
</tr>
<tr>
<td>13.31.1</td>
<td>Flush / Ruled/ Struck or weathered pointing.</td>
<td>Sqm</td>
<td>150.00</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>17</td>
<td>13.46</td>
<td>Finishing walls with Acrylic Smooth exterior paint of required shade:</td>
<td>Sqm</td>
<td>200.00</td>
<td></td>
<td></td>
</tr>
<tr>
<td>13.46.1</td>
<td>New work (Two or more coat applied @ 1.67 ltr/10 sqm over and including priming coat of exterior primer applied @ 2.20 kg/10 sqm).</td>
<td>Sqm</td>
<td>200.00</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>S.No.</td>
<td>Item</td>
<td>Description</td>
<td>Unit</td>
<td>Qty.</td>
<td>Rate</td>
<td>Amount</td>
</tr>
<tr>
<td>-------</td>
<td>------</td>
<td>-------------</td>
<td>------</td>
<td>------</td>
<td>------</td>
<td>--------</td>
</tr>
<tr>
<td>18</td>
<td>9.51</td>
<td>Providing and fixing fly proof galvanised M.S. wire gauze to windows and clerestory windows using galvanised M.S. wire gage with average width of aperture 1.4 mm in both directions with wire of dia. 0.63 mm.</td>
<td>sqm</td>
<td>45.00</td>
<td>sqm</td>
<td>45.00</td>
</tr>
<tr>
<td>19</td>
<td>14.54</td>
<td>Painting with synthetic enamel paint of approved brand and manufacture of required colour to give an even shade.</td>
<td>sqm</td>
<td>305.00</td>
<td>sqm</td>
<td>305.00</td>
</tr>
<tr>
<td>20</td>
<td>6.1</td>
<td>Brick work with common burnt clay F.P.S. (non modular) bricks of class designation 7.5 in foundation and plinth in:</td>
<td>Cum</td>
<td>8.00</td>
<td>Cum</td>
<td>8.00</td>
</tr>
<tr>
<td>21</td>
<td>4.17</td>
<td>Making plinth protection 50mm thick of cement concrete 1:3:6 (1 cement : 3 coarse sand : 6 graded stone aggregate 20 mm nominal size) over 75mm thick bed of dry brick ballast 40 mm nominal size, well rammed and consolidated and grouted with fine sand including finishing the top smooth</td>
<td>Sqm</td>
<td>90.00</td>
<td>Sqm</td>
<td>90.00</td>
</tr>
</tbody>
</table>

**Total Rs.**

---

**SAY RS. 8.00 Lacs**

---

**CHECKED**

---

**JUNIOR ENGINEER (TECHNICAL) BUILDING DEPT.**

---

**[Signatures]**
Renovation of toilets, fixing of tiles and seats etc. (Rs. 8.00 lac)

**Jubilee Hostel A**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower potion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.

**Nasrullah Hostel A**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower potion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.

**Jubilee Hostel B**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower potion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.

**Nasrullah Hostel B**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower potion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.
**Muzzammil Hostel A**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower portion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.

**Marris Hostel A**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower portion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.

**Muzzammil Hostel B**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower portion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.

**Marris Hostel B**
- Changes of mirrors
- Change of sinks
- Change of toilet seats
- Change of border tiles (blue) in lower portion
- Grinding of washbasins
- Change of Waste Pipe
- Change of some sanitary work items
- Change of toilet door of iron in lower portion
- Paint in doors, windows and toilets, with putty and distemper.
Marris Warden House
- Change of toilet seats
- Change of some sanitary work items
- Paint in doors, windows and toilets, with putty and distemper.

Dining Hall
- Construction of sinks (Hauzi)
- Change of Mirrors
- Change of Mixture (water)
- Construction and tiling on the broken walls
- Change of sink pipe
- Construction of drains
- Repair of stairs and change broken kota stone.
- White wash of Dining Hall
- Fixing of sloping chhajja in Dining Hall.

Central Lawn
- Repairing of drains of central Lawn and side lawn